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Superior then, Superior now.

MODEL DESCRIPTION

FP4 Receiver Family Combline preselectors, 746-960 MHz, Various bandwidths available.

Combline Preselectors

Sinclair’s new 700/800 MHz compact combline bandpass preselectors for receivers offers compact construction 
and broad passband capabilities. Featuring 2dB insertion loss and 60dB isolation at adjacent band.

Tower Top Amplifiers

Sinclair’s TM4 Series of Tower Mounted Amplifier/Receiver Multicouplers are designed to enhance receiver 
system sensitivity by compensating losses encountered in long feed cable runs. With this system the antenna 
output is fed directly into a weatherproof housing containing a low loss, wideband preselector and preamplifier. 
The TM series is available with special filtering, high performance amplifiers, a large number of Rx outputs and 
various power supply options.

Three different system configurations are available for ultimate performance:
Option A: Standard single amplifier in the tower mounted unit.
Option B: Single amplifier along with a relay bypass switch to allow for time for repairs without immediately 
taking the system out of service. 
Option C: Incorporates a redundant amplifier which can be switched in the bypass circuit in the event of a 
primary LNA failure.

MODEL DESCRIPTION

TM4 Family Frequency 746-960 MHz, 2-16 channels,18 dB system gain (excl. feed 

cable), 2.9 dB system noise figure (typical), Various power supply and 

preselector options available. 

Compact High Power Filters

Combline Bandpass Filters 
The FP4 series compact combline bandpass filters for transmitters feature high power 300W (max), 2dB
insertion loss and 60dB isolation at adjacent band.

High Power Transmitter Filters 
This highly versatile Res-LokTM  construction preselector can be rack, wall or floor mounted to suit any system 
need. The ‘PH’ series can also be used as a transmitter filter. These filters are field retunable allowing efficient 
reuse.

MODEL DESCRIPTION

FP4 High Power Family Combline bandpass filter, High power, Frequency 746-894 MHz, Avg 

input power 300W (max), Various bandwidths available.

PH4040E Family 4”x 4” Res-LokTM cavity filter, Frequency 746-960 MHz, Avg input 

power 400 W (max).

PH4060C Family 4”x 2.5” Res-LokTM  cavity filter, Frequency 806-940 MHz, Avg input 

power 400W (max).

FP40615CLB

TM4 Series

PH4060C



R E L I A B I L I T Y
S E C U R I T Y
C U S T O M I Z A T I O N
C O V E R A G E

U.S.A. 
Tel:  1(800) 263-3275
Fax: 1(716) 874-4007 

Canada 
Tel:  1(800) 263-3275
Fax: 1(800) 668-7416

Europe, Middle East
and Africa 
Tel:   44(0)1223 42 03 03
Fax:  44(0)1223 42 06 06

Asia
Tel:  1(905) 726-7681
Fax: 1(905) 841-6255

Caribbean and Latin 
America
Tel:  1(905) 726-7676
Fax: 1(905) 841-6255

Sinclair Technologies
www.sinctech.com

Tessco Technologies
Tel: (800) 508-5444
www.tessco.com

Primus Electronics Corp
Tel: (800) 435-1636
www.primuselectronics.com

Talley Communications
Tel: (800) 949-7079
www.talleycom.com

Motorola U.S.A.
Tel: (800) 422-4210 
www.motorola.com

Mobile Trends
Tel: (800) 665-2955
www.mobiletrends.ca

Omni Provincial Electronics
Tel: (877) 291-9633
www.omnipro.ca

Production électronique inc.
Tel: (877) 359-0523
www.productionelectronique.com

Waverunner Communications
Tel: (888) 561-1113
www.waverun.net

Distributed in the 
United States by:

Distributed in
Canada by:

Superior then, Superior now.

Sinclair provides antennas, filters, combining systems, and other  radio coverage solutions for 
RF telecommunications networks. Designed to function in extreme weather conditions, 
Sinclair’s products enjoy a reputation for high performance, reliability, durability and value.  
We have been proudly serving our markets with new innovative products since 1951.




